
Leica LS10 & LS15 電子數位㈬準儀

高程測量

精度1 使用標準銦鋼水準尺 0.3 mm 0.2 mm, 0.3 mm

精度2 使用標準水準尺 1.0 mm 1.0 mm

距離測量 
3精度  15 mm 在 30 m� 15 mm 在 30 m� 

測量範圍                                                               

最小範圍 1.8 m       1.8 m

�大範�             110m 110 m

測量時間 典型 2.5 秒 典型 2.5 秒

自動對焦 

工作範圍 ✗ 1.8 m ����

對焦時間 ✗ 典型 4 秒

全景相機                                                               

視野 ✗ 6° x 4.8° (7.7° 對角)

畫面更新率 ✗ �秒 20 格

焦距 ✗ 3 m ���� 

電子羅盤 
6精度 ✗ 3 gon / 2.7°

補償器 

工作範圍 ± 10‘ ± 10‘
6精度  0.3‘‘ 0.3‘‘

5                                    �場靈�� ≤ 1‘‘ ≤ 1‘‘

介面

RS232 / USB ✗ ✔
®Bluetooth ✔ ✔

Mini USB  ✔ ✔

資料儲存

內部記憶體 30,000 筆測量值 30,000 筆測量值

USB 水身碟 ✔ ✔

一般規格

顯示螢幕 3.6 �吋, QVGA, 彩色, 觸� 3.6 �吋, QVGA, 彩色, 觸�

望遠鏡倍率 32 x 32 x

最小調焦距離 0.6 m 0.6 m

電子水準氣泡 ✗ 工作範� / 0.063° 
6精�   / 0.013°

重量 (包含電池) 3.7 kg 3.9 kg

內部電池/操作時間 可��鋰電池 / 12 小時 可��鋰電池 / 12 小時

外部電源 ✗ 12.8 V DC (10.5-18 V)

環境規格                                               

工作溫度範圍 -20 °C to +50 °C -20 °C to +50 °C

防塵/防水 (IEC 60529) IP55 IP55

濕度 95%, 不�� 95%, 不��

Leica LS10 Leica LS15

✔ Standard   ✗ Not Available

1 - Standard deviation, 1 km double run, ISO 17123-2. GPCL3 standard Invar staff or equivalent. 
2 - Standard deviation, 1 km double run, ISO 17123-2. GKNL4M standard staff or equivalent.
3 - Standard deviation, 500 ppm for up to 50 m, 1000 ppm for distances beyond 50 m.
4 - For standard staffs exceeding 3 m length, 60 m for Invar staffs.
5 - Line of Sight difference in constant magnetic field between 0 and ±400 μT.
6 - Standard deviation.

®The Bluetooth  trademarks are owned by Bluetooth SIG, Inc. 
Illustrations, descriptions and technical data are not binding. All rights reserved. 
Printed in Switzerland. Copyright Leica Geosystems AG, Heerbrugg, Switzerland, 2015.
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